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FRONT PANEL MOUNTING

MATING FACE

MATING FACE

MATERIAL:
Shell Body : Thermoplastic (UL94 V0)
Plug Body : Thermoplastic (UL94 V0)
Coupling nut : Thermoplastic (UL94 V0)
Insert : Thermoplastic (UL94 V0)
Mating seal (Plug) :Silicone
O'ring : NBR
 
PERFORMANCE CHARACTERISTICS :
Working temperature:-30°C up to 125°C
Test potential: 1500Vrms 
Contact resistance : <10m
Corrosion salt spray:
  - 48h Min ,
  - >1000h (sealed mated connectors)
Durability:250 matings and unmatings
Sealing IP68 : connector + sealing gland
(not shown on the drawing)
Resistance to fluids :
  - oil, petrol, fuel, lubricants,..
 
NOTES :
1.Connector accepts : 9  x # 16 mm contacts 
2.Contacts are note included and have to be 
ordered separately  (see clipper catalog)

PANEL

RECEPTACLE

PLUG

Shell body

Plug body

Coupling nut

O'ring
Mating seal


	Feuille 1
	Vues
	new_view_22
	new_view_23
	new_view_28
	gauche_29
	new_view_37
	droite_38
	new_view_39
	new_view_40



