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(51 x 51 x 15 mm)
2.01 x 2.01 x .62 inches

Construction: UL94V-0 PBT impeller & frame

Bearing option: ball bearing

Connection: AWG 26, UL1061 lead wires

Protection: thermal

Options: tachometer output signal

B5015 series

20

16

12

4

0 0.06

S
TA

TI
C

 P
R

E
S

S
U

R
E

 -
 M

M
 O

F 
W

AT
E

R

8

0.02 0.04 0.08 0.10 0.12 0.14

24

M

H

E

AIR FLOW (M3/MIN)

0.62 ±0.01
(15.7 ±0.3)

0.47±0.01
(12 ±0.3)

0.69
(17.6)

4x R0.79
(2)

1.00 ±0.01
(25.5 ±0.3)

1.00 ±0.01
(25.4 ±0.03)

2.10 ±0.02
(51 ±0.5)

0.71 ±0.01
(18 ±0.3)

0.93 ±0.01
(23.5 ±0.3)

2.01±0.02
(51 ±0.5)

0.91 ±0.01
(23 ±0.3)

0.79 ±0.01
(20 ±0.3)

0.79 ±0.01
(20 ±0.3)

0.30
(7.5) 1.08 ±0.01

(27.5 ±0.3)

2x R0.136
(3.45)

2x R0.09 ±0.01
(2.25 ±0.3)

Model No.
Rated  

Voltage 
V

Current mA Speed
                   

RPM

Air  Volume
Max. Static          

Pressure (H20)
Sound       
Noise              

db

Weight
                    

g5 12 24 M³/Min. CFM MM INCH

 B5015M 5/12/24 280 130  90 4,500 0.09 3  8.98 0.35 35 25

 B5015H 5/12/24 400 200  130 5,500 0.11 4  14.28 0.56 40 25

 B5015E 12/24 – 300  180 6,500 0.13 5  22.45 0.88 45 25
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