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SMB Amphenol®

75 ohm Coaxial Connectors
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Fig. 2

Fig. 3 Fig. 4

75Ω SMB Bulkhead Jack
Braid Crimp/Solder

Male Contact/Gold Plated
903-108J-71S for RG-179

75Ω SMB Angle Plug
Braid Crimp/Solder Female Contact

903-495P-71A  Positive Lock for Belden 1694A RG-6 Type, 
Gold Plated Body, Nickel Plt. Cpl. Ring

75 ohm SMB PLUGS, ANGLE PLUGS & BULKHEAD JACKS 
Cable Connector Cable Attachment        c Dia       MTG Amphenol

Fig.RG-/U Description Outer Inner         In. (mm) Hole CAI Plt. Ins. Notes Number

RG-179 Bulkhead Jack Crimp Solder .128(3.3)‡ R C60 P9 D1 Gold Plated Body 903-108J-71S 4

Plug (Positive Lock) Crimp Solder .128 (3.3) — C60 P9 D1 Nickel Plt coupling Ring 903-152P-71S3 1

Plug (Positive Lock) Crimp Solder .128 (3.3) — C60 P9 D1 Nickel Plt coupling Ring 903-575P-71S 1A

RD-179 Plug (Positive Lock) Crimp Solder .128 (3.3) — C60 P9 D1 Nickel Plt coupling Ring 903-574P-71S 1A

RG-174, 179, Plug Crimp Solder .128(3.3)‡ — C60 PCF D1 Nickel Plated Body 903-502P-71S 2187, 188, 316 Nickel Plt Coupling Ring

RG-180, 195 Plug (Positive Lock) Crimp Solder .180(4.6)‡ — C60 PCF D1 Gold Plated Body 903-152P-71S 1Nickel Plt Coupling Ring

Amphenol Angle Plug (Positive Lock) Crimp Solder .300(7.6)‡ — C61 PCF D1 Gold Plated Body 903-495P-71A 3
621-4460-75

735A Plug (Positive Lock) Crimp Solder .175(4.4) — C60 P9 D1 Gold Plated Body 903-152P-71S7 1

75Ω SMB Plug
Braid Crimp/Solder Female Contact

903-152P-71S7 Positive Lock for 735A Cable 
903-152P-71S Positive Lock for RG-180, 195 

Gold Plated Body, Nickel Plt. Cpl. Ring
903-152P-71S3 Positive Lock for RG-179 

Gold Plated Body, Nickel Plt. Cpl. Ring
903-574P-71S Positive Lock for RD-179 
903-575P-71S Positive Lock for RG-179

‡ i.d. of outer crimp ferrule

75Ω SMB Plug
Braid Crimp/Solder Female Contact/Gold Plt.

903-502P-71S for RG-179, Nickel Plated Body
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