AMPHENOL PART NUMBER CONFIGURATION

U95-7205-XXX1-3X1
|—VENT HOLES AND EMI COVER

]

CAGE & CONNECTOR CONTACT PLATING
4=0.76 pm MIN. GOLD OVER 1.27-3.81 pm OF NICKEL
ON MATING AREA
0.381-1.52 pm OF MATTE TIN OVER 1.27-3.81
pum OF NICKEL ON PRESS FIT TAIL AREA.
Ni PLATING FOR CAGE
(RoHS COMPLIANT PER RoHS DIRECTIVE 2011/65/EU)

OPTIONAL DUST COVER
0 =WITHOUT DUST COVER
D = WITH DUST COVER

NOTES:

1. MATERIAL
CAGE-PRESS FIT: COPPER ALLOY, NICKEL PLATED

CONNECTOR-PRESS FIT: PLASTIC HOUSING, FLAMMABILITY RATING UL94 V-0.

CONTACTS: PHOSPHOR BRONZE
PLATING OPTION: SEE AMPHENOL PART ON CONFIGURATION

EMI FINGERS: PHOSPHOR BRONZE WITH NICKEL PLATING
LIGHT PIPE: GE LEXAN, OPTICAL GRADE

DUST COVER (IF ORDERED) SHIPPED LOOSE

0 = WITH LARGE VENT HOLES & WITH EMI COVER
2 =WITH SMALL VENT HOLES & WITH EMI COVER

4 = WITH RECTANGULAR VENT HOLES & WITH EMI COVER

EMI FINGERS
3 = THROUGH THE BEZEL

OPTIONAL LIGHT PIPES
6 = WITH LIGHT PIPE (TRIANGULAR OUTLET)
LEFT ARROW POINTING BOTTOM PORT &

RIGHT ARROW POINTING TOP PORT

7 = WITHOUT LIGHT PIPE

8 =WITH LIGHT PIPE (REVERSED DIRECTION)
LEFT ARROW POINTING TOP PORT &
RIGHT ARROW POINTING BOTTOM PORT
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OR USED FOR MANUFACTURING PURPOSES WITHOUT WRITTEN PERMISSION FROM AMPHENOL CANADA CORP.
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* ‘ {1.25 SIGNAL PINS ON CONNECTOR

s

/ \ 2.50 LOCATING POST
156.25}
2.00 PRESS FIT PINS ON CAGE
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