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LF1B-N

LF1B-N Series

Control Panels ¢ Industrial Machines ¢ Commercial Display Cases

The LF1B-N series LED light strips are slim and perfect for applications where ~ —&8 E
space is a concern. They come in six different lengths and six distinct colors, b - SR——
making them a very flexible lighting solution.
e Compact design: 27.5mm wide, 16mm high, and 134 to 1,080mm long R e —
e 6 Colors: cool white, warm white, yellow, red, blue, green —E annaaadad B
* All units come standard with 3 meter connection cables P _ _ _
* 2 Cover options: clear, white st -
e |P65 degree of protection (waterproof, dustproof), g e ' & _
suitable for use in wet locations —
-
. R
—n <
LED Optical Specifications =
[llumination Color Cool White Warm White Yellow Red Green Blue
Cover Clear =~ White = Clear =~ White = Clear = White = Clear = White = Clear =~ White = Clear = White
Color Temperature/
Dominant Wavelength {typ) 6500K 3000K 590nm 620nm 525nm 455nm
LF1B-NA 95x 85Ix 90Ix 80Ix 20Ix 18Ix 20Ix 18Ix 30Ix 271x 10Ix 9Ix
LF1B-NB 240Ix 215Ix 2301x  2100Ix 40Ix 361x 40Ix 361x 60Ix 551x 20Ix 18Ix
Reference LF1B-NC 455lx  410x | 4401x | 395x  75Ix 65Ix 75Ix 65Ix 110lx ~ 100Ix  30Ix 271x
Brightness (typ.)
at 0.5m LF1B-ND 840Ix  7501x  B15Ix 725k 125k 110k 125k 110k 190k 170l  50ix 45l
LF1B-NE 11001x ~ 995Ix  1065Ix  960Ix 160Ix 145Ix 160Ix 145Ix 260Ix 235Ix 60Ix 55Ix
LF1B-NF 13501x ~ 1210Ix ~ 1300Ix ~ 1170Ix ~ 180Ix 1601x 180Ix 1601x 300Ix 270Ix 80Ix 701x
LED modules and illumination units may vary in illumination colors and brightness.
General Specifications
Model LF1B-NA LF1B-NB LF1B-NC LF1B-ND LF1B-NE LF1B-NF
(134mm) (210mm) (330mm) (580mm) (830mm) (1,080mm)
Rated Voltage 24V DC (operating voltage range: 21.6 to 26.4V)
Input Current (typ.) cool white/warm white/blue 60mA 120mA 180mA 360mA 540mA 720mA
(at the rated current) red/yellow/green 40mA 80mA 120mA 240mA 360mA 480mA
Power Consumption (typ.) €00l white/warm white/blue 1.5W 2.9W 4.4W 8.7W 13.0W 17.3W
(at the rated voltage) red/yellow/green 1.0W 2.0W 2.9W 5.8W 8.7W 11.6W

Insulation Resistance
Dielectric Strength

Vibration Resistance (damage limits)

Shock Resistance (damage limits)
Operating Temperature

Operating Humidity

Storage Temperature

Operating Atmosphere

Life (Note)

Degree of Protection

Material

Weight (approx.)

1. LED life depends on the operating environment.

800-262-IDEC (4332) » USA & Canada

100MQ minimum (500V DC megger)
1,000V AC, 1 minute (between live and dead parts)

Frequency: 5 to 55Hz, Amplitude 0.5mm
Acceleration 60m/s? (6G), 2 hours each in 3 axes

1,000m/s? (100G), 5 shocks each in 6 axes
—30 to +55°C (no freezing)
45 to 85% RH (no condensation)
—35t0 +70°C (no freezing)

Frequency: 5 to 55Hz, Amplitude 0.17mm
Acceleration 20m/s? (2G), 2 hours each in 3 axes

300m/s? (30G), 5 shocks each in 6 axes

No corrosive gases

40,000 hours (Ta = 25°C) (The total illumination life in which the brightness maintains a minimum of 70% of the initial
value.)

IP65 (IEC 60529)
Cover: polycarbonate, End cover/cable gland: polyamide, Wire: PVC (24AWG)

95g 125 165g 2550 430g 740g




LF1B-N

Part Numbers
MR Cool White Warm White
Color
5
=
<
LF1B-NA LF1B-NA®P-2THWW?2-3M = LF1B-NA®P-2TLWW2-3M
(134mm)
LF1B-NB
LF1B-NBOP-2THWW2-3M  LF1B-NBOP-2TLWW2-3M
(210mm)
LF1B-NC
LF1B-NCOP-2THWW?2-3M ' LF1B-NCOP-2TLWW2-3M
(330mm)
LF1B-ND
LF1B-NDO®P-2THWW?2-3M = LF1B-ND®P-2TLWW2-3M
(580mm)
LF1B-NE
LF1B-NE@P-2THWW2-3M  LF1B-NE@P-2TLWW2-3M
(830mm)
LF1B-NF
LF1B-NFOP-2THWW2-3M  LF1B-NFOP-2TLWW?2-3M
(1,080mm)

In place of @ insert 3 for clear cover and 4 for white cover.

Part Number Structure (use for interpreting part numbers only)

Yellow Red

LF1B-NA®P-2SHY2-3M  LF1B-NA®P-2SHR2-3M

LF1B-NB®P-2SHY2-3M  LF1B-NB@P-2SHR2-3M
LF1B-NC®P-2SHY2-3M  LF1B-NC@®P-2SHR2-3M
LF1B-ND®P-2SHY2-3M  LF1B-ND®P-2SHR2-3M
LF1B-NE®@P-2SHY2-3M  LF1B-NE®P-2SHR2-3M

LF1B-NFOP-2SHY2-3M  LF1B-NFOP-2SHR2-3M

Dimensions (mm)

Blue

LF1B-NA®P-2THS2-3M

LF1B-NB@P-2THS2-3M

LF1B-NC@P-2THS2-3M

LF1B-ND®P-2THS2-3M

LF1B-NE®P-2THS2-3M

LF1B-NFOP-2THS2-3M

Green
LF1B-NA®P-2SHG2-3M
LF1B-NB®P-2SHG2-3M
LF1B-NC®P-2SHG2-3M
LF1B-ND®P-2SHG2-3M

LF1B-NE@P-2SHG2-3M

LF1B-NFOP-2SHG2-3M

LFIB-NC3P-2THWW?2-3M 5
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A: 134mm (5.28") 3 Clear Cable Length Nl = iﬂ[ “ ]JEE} |
B: 210mm (8.27") 4 White 3M: 3m N 1l6.0
C: 330mm (12.99") lluminati | TM: Tm Q{lx C
D: 580mm (22.83") umination Color -
E. 830mm (32.68") THWW?2: Cool white SHR2: Red .
F 1080mm (42 527) TLWW2: Warm white THS2: Blue 81 / ‘ \\
Y ' SHY2: Yellow SHG2: Green - 1}
llluminance Distribution (Ix) Accessory
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LF1B-ND3P-2THWW2-* LF1B-NE3P-2THWW2-+ LF1B-NF3P-2THWW?2-x Di ion Tabl
Direct Horizontal Distance Height (m) Direct Horizontal Distance  Height (m) Direct Horizontal Distance  Height (m) imension labie
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7w ) V_m L e e 7l e \v.m mm inch mm inch  mm inch
( \"L,/ ) 18 " 15 HN I 15 LFIBNA 134 528 64 252 123 484
\ L / L2 0 NER = LFIB-NB 210 827 140 551 199  7.83
50 ] 25 ’ ' ’ ’
—— 25 |y = 20 LFIB-NC 330 1299 260 1024 313 1256
® 30 45 10 05 00 05 10 15 | 3030
15 <10 05 00 05 10 15 Horizontal Distance (m) -5 _1'0Hr;riinr£|%mgfrp{:ﬁ? 15 LF1B-ND | 580 2283 | 510 20.08 569 22.40
LF1B-NE 830 3268 760 29.92 819 3224
LF1B-NF 1080 = 4252 1010 39.76 1069  42.09
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