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No hassle 
warranty
No waiting. 

No shipping  
charges.

Our commitment to 
high-quality products 
and customer service 
is demonstrated by 
our industry exclusive  
“No Hassle” warranty.  
In the unlikely event 
that an Amprobe Test 
Tool requires warranty 
service, any of our 
local dealers are 
authorized to replace 
it, on the spot.

(note: $500 MSLP limit)

VP-600SB
Non-Contact VoltProbe®

Designed for safety and limited troubleshooting without 
the expense. Fits conveniently in a shirt pocket, tool belt, or 
pouch.

3 way voltage alert:  ■

      - It beeps 
      - It lights 
      - It vibrates

Non-contact method of voltage testing ■

Test for AC voltage cables, circuit breakers, wall sockets,  ■

junction boxes, fuses and breaks in wires

Totally insulated, no exposed metal or conductive parts ■

CAT III 600V ■

600V
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VP-600SB Non-Contact VoltProbe

Specifications
General Specifications

Operating voltage 100-600 VAC

Operating Temperature 5°C to +40°C (41°F to 104 °F); < 90% RH

Environment < 2000m, indoor operation

Power (2) AAA batteries 1.5 volts alkaline.

Dimensions 132 x 28 x 23mm (5.2 x 1.1 x  0.9”)

Weight 49 gr(1.7 oz)

 EMC EN 61326-1:2006

Sensitivity Illuminates red, vibrates and beeps at 4mm (0.16”) distance from a wire carrying 120 VAC.


