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SECTION A-A
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PIN 1
PCB LAYOUT RECOMMENDED

NOTES:
INSULATOR MATERIAL: SEE PART NUMBER CODING1.
CONTACT MATERIAL:  SEE PART NUMBER CODING2.
PLATING: SEE PART NUMBER CODING3.
OPERATING TEMPERATURE: SEE PART NUMBER CODING4.
PROCESSING TEMP: SEE PART NUMBER CODING5.
UL FLAMMABILITY RATING: 94V-06.
OPERATING VOLTAGE: 300 VAC MINIMUM AT SEA LEVEL7.
CURRENT RATING: 1 AMP8.
CONTACT RESISTANCE: 30 MILLI OHMS MAX9.
INSULATION RESISTANCE: 5000 MEGA OHMS10.
DURABILITY: 500 CYCLES MIN11.
CONNECTOR IDENTIFICATION: THE PART SHALL BE MARKED WITH A PART NUMBER AND LOT CODE12.
BOARD THICKNESS ACCOMMODATED: .062 .008[1.57 0.20]13.
INSERTION FORCE: 4 OZ MAX PER CONTACT PAIR WHEN USING A .062[1.57] TEST BLADE14.
WITHDRAWAL FORCE: 3/8 OZ MIN PER CONTACT PAIR USING .062[1.57] PCB15.
MODIFICATION: .488 INSULATOR HEIGHT, .320 WIDTH, .250 INSERTION DEPTH, SPECIAL FOOTPRINT. 16.
FIRST POSITION BOTH ROWS BENT IN, SECOND ROW BOTH ROWS BENT OUT. ALTERNATE IN AND OUT

REVISIONS
REV. ECO. NO DESCRIPTION DATE BY

B 2214 ADD POSITION OPTIONS, UPDATE PCB 
HOLE SIZE TO .032 (WAS .040 MIN) 12/10/10 JH

C 2716 ADD 'G' & 'F' MATERIAL OPTION, 'M' 
PLATING, TOL FOR TAIL LENGTH 1/4/2013 JH

D 2940 ADD MATERIALS 'R' & 'A', ADD 'B' PLATING 3/21/2014 NC
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UNLESS OTHERWISE SPECIFIED:
DIMENSIONS ARE IN INCHES [MM]

TOLERANCES: 

ANGULAR:  1  

DECIMALS   
.XX=  .02 [.5]

.XXX=  .005 [.13]
.XXXX=  .0005 [.013]
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