REV. DESCRIPTION DATE APPROVED
G | Engineering Release 10/03/12| T.Y.
H | Engineering Update w/o Changes 08/08/16{ J.C.
—| |=—0.08 [1.9mm]
VIEWING ANGLE AXIS 1 0.375[9.5mm] Tc ] |~ 0.34 [8.7mm]
(CV-XPG4525DEG Lens Only) R0.063 [R1.6mm]

0.783 [19.9mm]

For Use With:
Wire Harness: BIVAR L2CON-24

or |
Housing : LEOCO 25305020000
Terminal : LEOCO 2533TPB0000

/

VIEWING ANGLE AXIS 2 / =2~

(CV-XPG4525DEG Lens Only)

LED POLARITY

Table 1: Typical Characteristics without Additional Heat Sink Table 2: Absolute Maximum Ratings with Thermal Management
- pical luminous [Typieal Lminos | rypici o | viewing ngle, | |, TYPical luminous| TYpIcal LUmineus| - 1ypicar oc | Viewing Angle
art leer)| cri W@ W= e = Forward Axis 1/ Axis2 art leer| cri M@= = Forward Axis 1/ Axis2
Number 350mA, Tc=70C | 600mA, Tc=100C o Number 1000mA, Tc=120C|1500mA, Tc=100C o
Current, Vf (V) (°) Current, Vf (V) ()
(Im) (Im) (Im) (Im)
L2-PGC1-F 6500 75 97 152 29~3.0 85 L2-PGC1-F 6500 75 216 660 3.2~33 85
L2-PGC2-F 6500 75 97 152 29~3.0 35 L2-PGC2-F 6500 75 216 660 3.2~33 35
L2-PGC3-F 6500 75 97 152 29~3.0 45 /25 L2-PGC3-F 6500 75 216 660 3.2~33 45 /25
L2-PGN1-F | 4100 75 91 142 29~3.0 85 L2-PGN1-F | 4100 75 186 566 3.2~33 85
L2-PGN2-F | 4100 75 91 142 29~3.0 35 L2-PGN2-F | 4100 75 186 566 3.2~33 35
L2-PGN3-F | 4100 75 91 142 29~3.0 45 /25 L2-PGN3-F | 4100 75 186 566 3.2~33 45 /25
L2-PGW1-F | 3100 80 80 125 29~3.0 85 L2-PGW1-F | 3100 80 155 472 3.2~3.3 85
L2-PGW2-F | 3100 80 80 125 29~3.0 35 L2-PGW2-F | 3100 80 155 472 3.2~3.3 35
L2-PGW3-F | 3100 80 80 125 29~3.0 45 /25 L2-PGW3-F | 3100 80 155 472 3.2~33 45 /25
STANDARD TOLERANCE ®
( UNLESS OTHERWISE SPECIFIED ) BIVAR
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