
CONTROL & POWER 
 POWER SUPPLIES

The Califia Track Systems are easy to configure to fit your lighting needs. They are available in standard lengths and 

can easily utilize control and power accessories to increase the length, fit corners, and decoratively hide unsightly 

wires. 

Restriction of Hazardous Substances Directive (RoHS) implements EU Directive 2002 / 95 which bans placing electrical and hazardous equipment that contains 
more than agreed levels of hazardous substances on the EU market.  For a list of these substances, visit www.rohs.gov.uk.

Restriction of Hazardous Substances Directive (RoHS) implements EU Directive 2002 / 95 which bans placing electrical and hazardous equipment that contains 
more than agreed levels of hazardous substances on the EU market.  For a list of these substances, visit www.rohs.gov.uk.

www.califialighting.com

SPECIFICATIONS

SPECIFICATIONS

UNIVERSAL REGULATED QUICK POWER SUPPLY

CALIFIA LIGHTING PART #: WA-UL-001

UNIVERSAL REGULATED QUICK POWER SUPPLY

CALIFIA LIGHTING PART #: WA-VDE-001

DIMENSIONS

DIMENSIONS

AC Input:

DC Output:

Frequency:

Operating Temperature:

Peak Inrush:

Dimensions:

Compliance:

AC Input:

DC Output:

Frequency:

Operating Temperature:

Peak Inrush:

Dimensions:

Compliance:

90-264V

24V

47-63Hz
0 0

30A MAX

L  2.9”  (73.7mm)

W  1.1” (27.9mm)

H  1.8”  (45.2mm)

6” Wire (152.4mm) 

0C ~+ 45 C 
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