NOTES: s
1.0 MATERIALS: 1.3 (33.0) S R
1.1 HOUSING, LOCKWASHER & NUT: STAINLESS U
STEEL PER ASTM—A582, TYPE 303. 825(21 O) 125 N s
1.2 DIELECTRIC: PTFE FLUOROCARBON PER ’ ’ (3‘2) 9 @
ASTM-D1457. l' b
1.3 CENTER CONTACT: BERYLLIUM COPPER ROD T'
ASTM-B194, ALLOY C172. —| 250 (6.4) |~ 2
MAX. PANEL T
2.0 PLATING: LOCKWASHER S
21 HOUSING, LOCKWASHER & NUT: MTG. NUT N
PASSIVATED PER MIL-F-14072.
2.2 CENTER CONTACT: GOLD PER MIL-G-45204 g
TYPE II, CLASS 2. TNCA JACK
3.0 MECHANICAL: J/f(“:"KA
31 INTERFACE: SMA PER MIL-STD-348A, FIG. 310-2;
TNCA PER MIL-STD—348A, FIG. 313—4.
3.2 CENTER CONTACT CAPTURED IN ACCORDANCE
MIL—C—-39012 —_— —_— —_—
4,0 DIMENSIONS IN PARENTHESIS ARE MILLIMETERS.
5.0 ELECTRICAL:
5.1 FREQUENCY: DC — 18.0 GHz 3
5.2 VSWR: 1.07+.015f (GHz) 422 MIN
(10.72 MIN) 440 DIA MIN
/_ (11.2 MIN)
.4375—28UNEF—-2A 656 (16.7) DIA
GASKET
wlz|2]8|8 _|_ NOTICE: The Information €A GobE
HHHEH contaned n s sroving 34078 MIDWEST MICROWAVE
not be used without the TITLE
permission of Emerson
& Retwork Power TNCA SMA ADAPTER
£ UNLESS OTHERWISE NOTED -
s a DIMENSIONS ARE IN INCHES EMERSON. OUTLINE DRAWING
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