
* *  ADVISEMENT  * *
Read instructions completely prior to
starting installation. All InDash Mounts
are designed so that after installation, phone
is facing normal driver position for left-
hand drive vehicles. This mount is not
designed to be used in foreign countries
with right-hand drive vehicles. Use extreme
care when working around the plastic
components on the dash.  Excess force, can
cause breakage of  the plastic components.
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MOUNTING LOCATION:
Radio Bezel Cubby LorR  M LR
Cubby Below Radio M R (Gr.Cvn)
TOOLS REQUIRED:
Phillips screwdriver
HARDWARE INCLUDED:
(1) A - #8X9/16 Needle Point Screw

(2) R - #14x.75 Needle Point Screw

 PART#: 75105-506
 MFG: DODGE/STERLING

 MODELS & YEARS:
DODGE Ram Pickup 1500 06-08
(2500, 3500,4500,5500) 2006-09

2500,3500,4500 Ram Chassis Cab 09-10
Grand Caravan 2008-10

STERLING - Bullet 2008-2009

STEP #1 Place InDash by PanaVise Mount into either Cubby Box in the radio and climate control bezel. Make sure the
face of the mount is facing to the right of the cubby. On Grand Caravan, place mount in cubby below radio, between air
vents.

STEP #2 Install the (2) Larger screws at the back of the the cubby. Install (1) smaller screw into the hole closer to the
openeing of the Cubby.

INSTALLATION IS NOW COMPLETE.
 ENJOY YOUR NEW INDASH by PANAVISE MOUNT.

InDash Installed in Ram Pickup, Showing Screws and Location.
2 Locations Available on Ram

Grand Caravan Location


