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ITEM Q'TY PART NUMBER

3BC

H-201C

T-1 (3mm) N-Flange Bi-Color LED

T-1 (3mm) Bi-Level LED Holder, 90° Mount

PART DESCRIPTION

3 1 3BC-R/Y T-1 (3mm) N-Flange Bi-Color LED

TYP.

0.380 [9.7mm]

0.020 [0.5mm]

0.157 [4.0mm]

0.295 [7.5mm]

0.320 [8.1mm]

0.195 [5.0mm]

0.285 [7.2mm]

21
0.180 [4.6mm]

0.069 [1.8mm]

0.100 [2.5mm]

Ø.118 [Ø3.0mm]

0.300 [7.6mm]

Ø.032+.003
-.002

0.195 [5.0mm]

TYP.

Recommended Mounting Holes

0.100 [2.5mm]

0.100 [2.5mm]

LED Lead

Holder Face

0.100 [2.5mm]

RED
CATHODE

Cathode I.D.
Mark

GREEN, YELLOW
CATHODE

TYP.

SQ. TYP.

3

B Corrected Item 2 from 3BC-R/Y to 3BC
Drawing Updated

08/23/04 M. C.

C Specification Correction 10/21/05 M. C.

Iv
(mcd)

TYP MAX TYP

GaAsP/GaP 635 HE RED 45 80 30 150 2.0 2.6 30

GaP/GaP 568 GREEN 30 80 30 150 2.2 2.6 30

GaAsP/GaP 635 HE RED 45 80 30 150 2.0 2.6 30

GaAsP/GaP 585 YELLOW 35 80 30 150 2.1 2.6 15

3BC 45WHITE DIFFUSED

LED Part No.

Chip

Lens
Appearance

Absolute Max. Ratings Electro-Optical Data @ 20mA

Pd       
(mW)

∆λ         
(nm)

3BC-R/Y WHITE DIFFUSED 45

Emitted ColorMaterial
Peak Wave 
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