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Holder Face
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0.100 [2.5mm] LED Lead

TYP.
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Cathode I.D.
Mark0.100 [2.5mm]

0.185 [4.7mm]

0.285 [7.2mm]

0.157 [4.0mm]

0.020 [0.5mm] SQ. TYP.

0.170 [4.3mm]

GREEN
CATHODE

RED,YELLOW
CATHODE

Ø.118 [Ø3.0mm]
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T-1 (3mm) N-Flange Bi-Color LED, See Page 2

T-1 (3mm) LED Holder, 90° MountH-101C
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T-1 (3MM) BI-COLOR
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Abs. 
Max. 

Rating

If
Iv

(mcd)
(mA) Typ. Max. Typ.

635 HE RED 30 2.0 2.6 30.0
568 GREEN 30 2.2 2.6 30.0
585 YELLOW 30 2.1 2.6 15.0
568 GREEN 30 2.2 2.6 30.0

LED P/NEmitted Color
Peak Wave 

Length
λp(nm)

Viewing 
Angle
2  ½
(Deg)

Vf
(V)

Electro-Optical
Data @ 20ma

LED Assy. No. Lens
Appearance

WHITE DIFFUSEDH101CBC 3BC

3BC-Y/G

45

H101CBC-Y/G WHITE DIFFUSED 45
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